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ASTM G155 Standard Practice for Operating Xenon Arc Light Apparatus for Exposure of Non-Metallic Materials

1. DESCRIPTION OF TEST MATERIAL
a. "Sure Jamb" Composite Jamb Material (white)
b. 1/4"x 1/2" x 6-1/2" — Type I Dog Bone

2. SPECIMEN PREPARATION AND CONDITIONING
a. Specimens were conditioned according to Practice ASTM G 147.
b. Specimens were properly and uniquely identified on the unexposed side.

3. DESCRIPTION OF EXPOSURE TEST

Exposure Device: Q-Sun Xe-3, Xenon Arc accelerated weathering machine

Filters: Daylight

Irradiance: 0.35 W/m?snm measured at 340 nm wavelength

Panel Thermometer: Un-insulated Black Panel Thermometer

Exposure Cycle Used: Cycle 1

Mean Temperature: 63° C

Temperature Tolerance Limit: + - 3°C

Humidity: 50%

Time of Water Spray: 18 min Light and Water Spray

Condition of Water Used: Meets Specifications in ASTM D 1193 for Type IV Purified Water

Time of Light Period: 102 min at 63°C

Method Used to Mount Specimens: Specimens were placed on a tray, exposure side up.

Repositioning Method: Specimens were repositioned to a different quadrant of the tray once per

week.

n. Radiometers Used: Solar Eye Irradiance Control System that was calibrated every 500 hours with
a CR20/340/D Calibration Radiometer.

o. Exposure Period: 4,500 Hours
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ASTM D638 Standard Test Method for Tensile Properties of Plastics

1. SPECIMEN PREPARATION AND CONDITIONING
a. Specimens were prepared to conform to the dimensions of specimen Type I dog-bone shape. (Per
Standard ASTM D638-03 Section 6.1 and ASTM G151-00 Section 6.1.3.1)
b. Specimens were conditioned in an ESPEC Temperature/Humidity chamber (SH240) at 73.4 +/ -
3.6 °F with a relative humidity of 50 +/ - 5%, for not less than 40 hours prior to tensile testing.
(Per Section 9)

2. ATMOSPHERIC CONDITIONS IN TEST ROOM
a. Mean Lab testing temperature: 74°F
b. Mean Lab testing Relative Humidity: 51%
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ASTM D638 TEST VALUES

Non-Exposed Specimen

Specimen Width Length | Thickness Tensile Strength Tensile Load Loading Rate
Number (in) (in) (in) At Yield (psi) At Yield (Ibs) (in/min)
C-1 .504 6.5 .250 2453.1 309.1 0.100
C-2 505 6.5 250 2399.9 303.0 0.100
c-3 503 6.5 250 2264.8 284.8 0.100
C-4 506 6.5 250 2374.7 300.4 0.100
C-5 504 6.5 .250 2402.0 302.7 0.100
Average 2378.90
Std. Dev. 69.85
Exposed Specimen
Specimen Width Length | Thickness Tensile Strength Tensile Load Loading Rate
Number (in) (in) (in) At Yield (psi) At Yield (Ibs) (in/min)
W-1 .502 6.5 .250 2299.1 288.5 0.100
W-2 .504 6.5 .250 22475 283.2 0.100
W-3 .502 6.5 .250 2429.1 304.9 0.100
W-4 .505 6.5 .250 2472.7 312.2 0.100
W-5 .502 6.5 .250 22991 288.5 0.100
Average 2349.52
Std. Dev. 96.16

PERCENT DIFFERENCE CALCULATION

% Diff. = [(2378.90 psi — 2349.52 psi) / 2378.90 psi] x 100% =-1.24%

This meets the Miami-Dade BCCO requirement of +/- 10% maximum difference.
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Conditions, Terms, and General Notes Regarding These Tests

The product tested Has Been compared to the detailed drawing, bill of materials and fabrication information
supplied by the client so named herein. Our analysis, which includes dimensional and component description
comparisons, indicate the tested product and engineering information supplied by the client “Are
Equivalent”. The report and representative samples will be retained for ten years from the date of initial test.

These test results were obtained by employing all requirements of the designated test methods with no
deviations unless explicitly noted in test report. The test results and specimen supplied for testing are in
compliance with the reference.

The test results are specific to the product tested by this laboratory and of the sample supplied by the client
named herein, and they relate to no other product either manufactured by the client, a fabricator of the client
or of installed field performance.

This test report does not constitute certification of this product, but only that the above test results were
obtained using the designated test methods and they indicate compliance with the performance requirements
(paragraphs as listed) of the above referenced specifications.

Testing Evaluation Laboratories, Inc. makes no opinions or endorsements regarding this product and its
performance. This report may not be reproduced or quoted in partial form without the expressed written
approval of Testing Evaluation Laboratories, Inc.

Testing Evaluation Laboratories, Inc.’s letter, reports, its name or insignia or mark are for the exclusive use
of the client so named herein and any other use is strictly prohibited. The report, letters and the name of
Testing Evaluation Laboratories, Inc., its seal or mark shall not be used in any circumstance to the general
public or in any advertising.

Limitation of liability: Due diligence was used in performing the tests and reporting the results. By
acceptance of this report, this client agrees to hold harmless and indemnify Testing Evaluation Laboratories,
Inc., its employees and officers, sub-contractors and owners against all claims and demands of any kind
whatsoever, which arise out of or in any manner connected with the performance of work referred to herein.

Testing Evaluation Laboratories, Inc.

Vivian K. Wright
President
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